
Filter Housing  
Catalogue 1.0



Focused quality -  
Filter cartridge housings

Sartorius Stedim Biotech standard  
filter housings meet the highest  
requirements of the biopharmaceu- 
tical industry. Controlled production 
engineering is a guarantee for out-
standing quality in processing and  
operational safety. All filter cartridge 

housings comply with Pressure Equip-
ment Directive PED 2014|68|EU and 
design code AD2000. Our housings 
are equipped with FDA | USP Class VI 
certified gasket materials. Meticulously 
processed surfaces ensure operational 
safety wherever sterility and cleanability 
are concerned.

Content of the “Z” Premium Documentation Package - Manual – english | german - Drawing - Certificate incl. declaration of conformity for the manufacture  
and pressure testing of pressure equipment according to the  
pressure equipment directive 2014|68|EU - Inspection report for pressure equipment - Certificate of conformity for gaskets - Measuring records of roughness and delta-ferrite - Welding records - Weld seam plan - Measuring records of wall thickness - Quality control plan - Confirmation of pickling after the welding process - Confirmation of electro polishing and passivation - Certificate of marking control and traceability - Material certificates - Standard operating procedure “Pressure test“ - Standard operating procedure „Pickling“ - Standard operating procedure „Electro polishing“ - Standard operating procedure „Ultrasonic cleaning“ - Standard operating procedure „Measuring of surface roughness“ - Standard operating procedure „Testing method of delta-ferrite content“

General housing data

Operation pressure -1 bar up to +10 bar

Operation temperature -10°C up to +150°C

Surface Inner|Outer 0.4 μm | 1.2 μm (electro-polished)

Medium group 1 (dangerous)

PED DGRL 2014|68|EU

Design-Code AD2000

Housing material „L“ AISI 316L (1.4404 | 1.4435)

Gasket „E“ EPDM

Documentation „Z“ „Z“ Premium Documentation Package

Each housing is delivered with the “Z” Premium Documentation Package

General Information

A new performance of delivery - Short delivery time - Flexible options





Housing Overview

Housing type Pipe size Inlet | Outlet Height Product code Order code

Gas 1-25 ISO – 33.7 × 2 Weld ends 5“ DG1-0-LEZ-I-S 8PJ28073300763LZ

Gas 1-25 ISO – 33.7 × 2 Weld ends 10“ DG1-1-LEZ-I-S 8PJ28073310763LZ

Gas 1-25 ISO – 33.7 × 2 Weld ends 20“ DG1-2-LEZ-I-S 8PJ28073320763LZ

Gas 1-25 ISO – 33.7 × 2 Weld ends 30“ DG1-3-LEZ-I-S 8PJ28073330763LZ

Gas 1-25 DIN – 29 × 1.5 Weld ends 5“ DG1-0-LEZ-D-S 8PJ28073300765LZ

Gas 1-25 DIN – 29 × 1.5 Weld ends 10“ DG1-1-LEZ-D-S 8PJ28073310765LZ

Gas 1-25 DIN – 29 × 1.5 Weld ends 20“ DG1-2-LEZ-D-S 8PJ28073320765LZ

Gas 1-25 DIN – 29 × 1.5 Weld ends 30“ DG1-3-LEZ-D-S 8PJ28073330765LZ

Gas 1-25 OD – 38.1 × 1.65 Weld ends 5“ DG1-0-LEZ-O-S 8PJ28073300762LZ

Gas 1-25 OD – 38.1 × 1.65 Weld ends 10“ DG1-1-LEZ-O-S 8PJ28073310762LZ

Gas 1-25 OD – 38.1 × 1.65 Weld ends 20“ DG1-2-LEZ-O-S 8PJ28073320762LZ

Gas 1-25 OD – 38.1 × 1.65 Weld ends 30“ DG1-3-LEZ-O-S 8PJ28073330762LZ

Gas 1-25 ISO – 33.7 × 2 TC 50.5 5“ DG1-0-LEZ-I-T 8PJ28073300764LZ

Gas 1-25 ISO – 33.7 × 2 TC 50.5 10“ DG1-1-LEZ-I-T 8PJ28073310764LZ

Gas 1-25 ISO – 33.7 × 2 TC 50.5 20“ DG1-2-LEZ-I-T 8PJ28073320764LZ

Gas 1-25 ISO – 33.7 × 2 TC 50.5 30“ DG1-3-LEZ-I-T 8PJ28073330764LZ

Gas 1-25 DIN – 29 × 1.5 TC 50.5 5“ DG1-0-LEZ-D-T 8PJ28073300766LZ

Gas 1-25 DIN – 29 × 1.5 TC 50.5 10“ DG1-1-LEZ-D-T 8PJ28073310766LZ

Gas 1-25 DIN – 29 × 1.5 TC 50.5 20“ DG1-2-LEZ-D-T 8PJ28073320766LZ

Gas 1-25 DIN – 29 × 1.5 TC 50.5 30“ DG1-3-LEZ-D-T 8PJ28073330766LZ

Gas 1-25 OD – 38.1 × 1.65 TC 50.5 5“ DG1-0-LEZ-O-T 8PJ28073300761LZ

Gas 1-25 OD – 38.1 × 1.65 TC 50.5 10“ DG1-1-LEZ-O-T 8PJ28073310761LZ

Gas 1-25 OD – 38.1 × 1.65 TC 50.5 20“ DG1-2-LEZ-O-T 8PJ28073320761LZ

Gas 1-25 OD – 38.1 × 1.65 TC 50.5 30“ DG1-3-LEZ-O-T 8PJ28073330761LZ



Housing type Pipe size Inlet | Outlet Height Product code Order code

Liquid 1-25 ISO - 33.7 × 2 Weld ends 5“ FG1-0-LEZ-I-S 8PJ28073300770LZ

Liquid 1-25 ISO - 33.7 × 2 Weld ends 10“ FG1-1-LEZ-I-S 8PJ28073310770LZ

Liquid 1-25 ISO - 33.7 × 2 Weld ends 20“ FG1-2-LEZ-I-S 8PJ28073320770LZ

Liquid 1-25 ISO - 33.7 × 2 Weld ends 30“ FG1-3-LEZ-I-S 8PJ28073330770LZ

Liquid 1-25 DIN – 29 × 1.5 Weld ends 5“ FG1-0-LEZ-D-S 8PJ28073300768LZ

Liquid 1-25 DIN – 29 × 1.5 Weld ends 10“ FG1-1-LEZ-D-S 8PJ28073310768LZ

Liquid 1-25 DIN – 29 × 1.5 Weld ends 20“ FG1-2-LEZ-D-S 8PJ28073320768LZ

Liquid 1-25 DIN – 29 × 1.5 Weld ends 30“ FG1-3-LEZ-D-S 8PJ28073330768LZ

Liquid 1-25 OD – 25.4 × 1.65 Weld ends 5“ FG1-0-LEZ-O-S 8PJ28073300772LZ

Liquid 1-25 OD – 25.4 × 1.65 Weld ends 10“ FG1-1-LEZ-O-S 8PJ28073310772LZ

Liquid 1-25 OD – 25.4 × 1.65 Weld ends 20“ FG1-2-LEZ-O-S 8PJ28073320772LZ

Liquid 1-25 OD – 25.4 × 1.65 Weld ends 30“ FG1-3-LEZ-O-S 8PJ28073330772LZ

Liquid 1-25 ISO – 33.7 × 2 TC 50.5 5“ FG1-0-LEZ-I-T 8PJ28073300769LZ

Liquid 1-25 ISO – 33.7 × 2 TC 50.5 10“ FG1-1-LEZ-I-T 8PJ28073310769LZ

Liquid 1-25 ISO – 33.7 × 2 TC 50.5 20“ FG1-2-LEZ-I-T 8PJ28073320769LZ

Liquid 1-25 ISO – 33.7 × 2 TC 50.5 30“ FG1-3-LEZ-I-T 8PJ28073330769LZ

Liquid 1-25 DIN – 29 × 1.5 TC 50.5 5“ FG1-0-LEZ-D-T 8PJ28073300767LZ

Liquid 1-25 DIN – 29 × 1.5 TC 50.5 10“ FG1-1-LEZ-D-T 8PJ28073310767LZ

Liquid 1-25 DIN – 29 × 1.5 TC 50.5 20“ FG1-2-LEZ-D-T 8PJ28073320767LZ

Liquid 1-25 DIN – 29 × 1.5 TC 50.5 30“ FG1-3-LEZ-D-T 8PJ28073330767LZ

Liquid 1-25 OD – 25.4 × 1.65 TC 50.5 5“ FG1-0-LEZ-O-T 8PJ28073300771LZ

Liquid 1-25 OD – 25.4 × 1.65 TC 50.5 10“ FG1-1-LEZ-O-T 8PJ28073310771LZ

Liquid 1-25 OD – 25.4 × 1.65 TC 50.5 20“ FG1-2-LEZ-O-T 8PJ28073320771LZ

Liquid 1-25 OD – 25.4 × 1.65 TC 50.5 30“ FG1-3-LEZ-O-T 8PJ28073330771LZ
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Version

Change No. / Aend.-Nr.

Design responsible/verantwortlich

Modeled by
Bearbeiter
Checked by
Geprueft

Approved by
Freigabe

Material / Werkstoff

Part Name / Benennung

Drawing No. / Zeichn.-Nr.

Scale / Maßstab

Sheet / Blatt

v. S./Bl.

Check measurements to WN 1-251

edges according to

ISO 13715

+-

Part Doc. No. / Teiledok. Nr. Size /
Format

Wt. approx.
Gewicht ca.

unbemaßte Werkstueckkanten nach

Maße nach WN1-251 ueberpruefen

L

H
E

DD

LA

 
 

Index Field
Feld

 

             Changes/Aenderung

 ..  ..  ..

 ..  ..  ..

BH
 

Vertriebsnummer
Order no.

Nenninhalt [Liter]
Volume [liters]

Kategorie nach
DGRL 97/23/EG
Categorie acc. to
DGRL 97/23/EG

H
 

+1 -5
 

Zulaessiger
Betriebsueberdruck
Allowable
operating presure

Zulaessige
Betreibstemperatur
Allowable
operating temp.

Pruefdruck
PT=1,99*PS
Test pressure

5'' -   2,7 I 222 -1...+10,0 bar -10...+150 °C 19,9 bar

Hilfstabelle fuer Fuellvolumenberechnung
table for content calculation

1 4

Pos. Benennung / designation
Bezeichnung / term

Fuellvolumen
content

Gewicht
weight

1 Bodengruppe DG 1-25
- 1,263

 

2 Klemmstutzen
DIN 32676 - KK 101.60x2.11 0,209

 
0,240

 

3 Kreuzstueck 
- 0,782

 
0,522

 

4 Adapter 25
- 0,310

 

5 Buegel 3-29
- 0,002

 

6 Buegel 3-29
- 0,002

 

7 Bogen
SL-DIN 11865-BL-90C-38.10 x 1.65 0,102

 
0,160

 

8 Rohr
DIN 11866-38.1x1.65x17.5 0,017

 
0,059

 

9 Aetzvorlage, Fabrik
- 0,000

 

10 Aetzvorlage, Pfeil
- 0,000

 

11 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

12 Haubenkorpus 101.6
- 0,986

 

13 Klemmstutzen
DIN 32676 - KK 101.60x2.11 0,209

 
0,240

 

14 Rohr
DIN 11866-101.6x2.11x144 1,072

 
0,745

 

15 Kappe 101.6
- 0,279

 

16 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I 0,124

 
0,159

 

17 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65 0,048

 
0,097

 

18 Klemmstutzen
DIN 32676 - KL 12.70x1.65 0,002

 
0,023

 

19 Kappe 101.6
- 0,199

 

20 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I 0,125

 
0,176

 

21 Klemmstutzen
DIN 32676 - KL 12.70x1.65 0,002

 
0,023

 

22 Klammer 2-teilig; 4"
7ZSB--0023 0,674

 

23 Aetzvorlage Kat. I - IV
- 0,000

 

24 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

25 Clamp 25 mit Pharmaventil
- 0,052

 

26 Blinddeckel mit Anschluss
- 0,029

 

27 Ventil EPDM K
- 0,024

 

28 Ventilanschluss di=4
- 0,011

 

29 Ueberwurfmutter
- 0,012

 

30 Sicherungsscheibe
DIN6799-6 0,000

 

31 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM 0,000

 

32 Ventilspitze
- 0,000

 

33 Dichtring
Dichtung DIN 32676-D 1/2" 0,000

 
0,001

 

34 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001 0,234

 

35 Clamp 25 + RBE03 autom.
- 0,052

 

36 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,009

 

37 Verschlussnippel RBE 03
- 0,030

 

38 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS 0,031

 

39 Ventil RBE03 BD
- 0,054

 

40 Blinddeckel mit Anschluss
- 0,029

 

41 Ventil RBE 03
- 0,026

 

42 Ventilanschluss RBE 03
- 0,013

 

43 O-Ring
5.28 x 1.78 0,000

 

44 Ventilspitze
- 0,000

 

45 Ueberwurfmutter
- 0,012

 

46 Sicherungsscheibe
DIN6799-6 0,000

 

47 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

48 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

49 Dichtring
Dichtung DIN 32676-D 1/2" 0,000

 
0,001

 

50 Clamp 25 mit Pharmaventil
- 0,052

 

51 Blinddeckel mit Anschluss
- 0,029

 

52 Ventil EPDM K
- 0,024

 

53 Ventilanschluss di=4
- 0,011

 

54 Ueberwurfmutter
- 0,012

 

55 Sicherungsscheibe
DIN6799-6 0,000

 

56 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM 0,000

 

57 Ventilspitze
- 0,000

 

58 Ventil RBE03 BD
- 0,054

 

59 Blinddeckel mit Anschluss
- 0,029

 

60 Ventil RBE 03
- 0,026

 

61 Ventilanschluss RBE 03
- 0,013

 

62 O-Ring
5.28 x 1.78 0,000

 

63 Ventilspitze
- 0,000

 

64 Ueberwurfmutter
- 0,012

 

65 Sicherungsscheibe
DIN6799-6 0,000

 

66 Clamp 25 + RBE03 autom.
- 0,052

 

67 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,009

 

68 Verschlussnippel RBE 03
- 0,030

 

69 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS 0,031

 

70 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001 0,234

 

2,694 4,213

 Das Gewicht betraegt ca.: 4,213 kg

1 2 3 4 5 6 7 8 9 10 11

Pos.
Item

Menge
Qty

Benennung
Bezeichnung

designation
term

Zeichnungsnummer
drawing no.

Vertriebsnummer
order no.

lfd.
Nr.

Werkstoff / material
Norm / description

 

Masse
weight

1x
Xx

Bemerkung
comments

Abnahmepruefzeugnis
inspection certificate

MDS-Code
 

1 1 Bodengruppe DG 1-25
-

Base plate ph 1-25
-

1000046405
-

s. Hauptzchg / see main dwg
1,26
1,26 -

s. Unter-Pos. / see below pos.BF090

2 1 Klemmstutzen
DIN 32676 - KK 101.60x2.11

clamp connection
DIN 32676 - KK 101.60x2.11

 
-

s. Hauptzchg / see main dwg
0,24
0,24 -

3.1  AD 2000  W2  *) -

3 1 Kreuzstueck 
-

cross piece
-

82848-000-02-A2
- 3 s. Hauptzchg / see main dwg

0,52
0,52 fuer Rohr / for pipe 38.1 x 1.6        

3.1  AD 2000  W2  *) -

4 1 Adapter 25
-

adapter 25
-

84213-000-03-A3
- 4 s. Hauptzchg / see main dwg

0,31
0,31 -

3.1  AD 2000  W2 *) -

5 2 Buegel 3-29
-

bow 3-29
-

82942-329-02-A4
-

s. Hauptzchg / see main dwg
0,00
0,00 -

3.1  AD 2000  W2 *) -

6 1 Bogen
SL-DIN 11865-BL-90C-38.10 x 1.65

bend
SL-DIN 11865-BL-90C-38.10 x 1.65

-
-

AT: DIN 11865-BL-90C-38,1 x 1,65
0,16
0,16 R=57,2; H=57,2; L=75

3.1  AD 2000  W2  *) -

7 1 Rohr
DIN 11866-38.1x1.65x17.5

pipe
DIN 11866-38.1x1.65x17.5

-
-

s. Hauptzchg / see main dwg
0,06
0,06  L= 17.5

3.1  AD 2000  W2  *) -

8 1 Aetzvorlage, Fabrik
-

corrode pattern factory
-

82871-001-08-A4
-

-
0,00
0,00 -

- -

9 1 Aetzvorlage, Pfeil
-

corrode pattern arrow
-

82871-001-19-A4
-

-
0,00
0,00 -

- -

10 2 Dichtring
ISO 2852-D101,6-B-EPDM

sealing ring
ISO 2852-D101,6-B-EPDM

-
7EDECV0007

EPDM - peroxide cured
0,02
0,01 FDA / USP Class VI / 

BSE / TSE / EU-RL 1935/2004-

11 1 Haubenkorpus 101.6
-

housing bell 101.6
-

84220-027-00-A3
-

s. Hauptzchg / see main dwg
0,99
0,99 s. Unter-Pos. / see below pos.

- BB0H0

12 1 Klemmstutzen
DIN 32676 - KK 101.60x2.11

clamp connection
DIN 32676 - KK 101.60x2.11

 
-

s. Hauptzchg / see main dwg
0,24
0,24 -

3.1  AD 2000  W2  *) -

13 1 Rohr
DIN 11866-101.6x2.11x144

pipe
DIN 11866-101.6x2.11x144

-
-

s. Hauptzchg / see main dwg
0,75
0,75  L= 144

3.1  AD 2000  W2  *) -

14 1 Kappe 101.6
-

top part of housing 101.6
-

82850-002-00-A3
-

s. Hauptzchg / see main dwg
0,28
0,28 -

- BA002

15 1 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I

torispherical head 101,6
aehnl. DIN 28011-101.6x2-I

82848-000-53-A2
- 23 s. Hauptzchg / see main dwg

0,16
0,16  d = 38.4

3.1  AD 2000  W2 *) -

16 1 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65

clamp connection
DIN 32676 - SL - 50.8 - 38.1x1.65

 
-

s. Hauptzchg / see main dwg
0,10
0,10 SL = special length = 50.8

3.1  AD 2000  W2  *) -

17 1 Klemmstutzen
DIN 32676 - KL 12.70x1.65

clamp connection
DIN 32676 - KL 12.70x1.65

-
-

s. Hauptzchg / see main dwg
0,02
0,02 -

3.1  AD 2000  W2 *) X003; 006; Y003; 006

18 1 Kappe 101.6
-

top part of housing 101.6
-

82850-004-00-A3
-

s. Hauptzchg / see main dwg
0,20
0,20 -

s. Unter-Pos. / see below pos.BA004

19 1 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I

torispherical head 101,6
aehnl. DIN 28011-101.6x2-I

82848-000-53-A2
- 70 s. Hauptzchg / see main dwg

0,18
0,18  d = 13

3.1  AD 2000  W2 *) -

20 1 Klemmstutzen
DIN 32676 - KL 12.70x1.65

clamp connection
DIN 32676 - KL 12.70x1.65

-
-

s. Hauptzchg / see main dwg
0,02
0,02 -

3.1  AD 2000  W2 *) X003; 006; Y003; 006

21 1 Klammer 2-teilig; 4"
7ZSB--0023

clamp, 2-joint; 4"
7ZSB--0023

82545-902-00-A3
7ZSB--0023

1.4308
0,67
0,67 -

bauteilgeprueft  / type examinated BC0K1

22 1 Aetzvorlage Kat. I - IV
-

name plate CAT. I - IV
-

83900-300-23
-

-
0,00
0,00 hierzu Druckvorlage

- -

23 2 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,03
0,01 -

3.1  AD 2000  W2  *) -

24 2 Clamp 25 mit Pharmaventil
-

clamp 25 with pharma valve
-

84217-036-00-A3
7 ZM__-0048

s. Hauptzchg / see main dwg
0,10
0,05 -

- -

25 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

26 1 Ventil EPDM K
-

valve EPDM S
-

84217-011-00-A3
7EVD--0007

s. Hauptzchg / see main dwg
0,02
0,02 -

- -

27 1 Ventilanschluss di=4
-

valveconnection
-

82849-000-75-A3
- 1 s. Hauptzchg / see main dwg

0,01
0,01 L=45.50

3.1  AD 2000  W2 *) -

28 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

29 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

30 1 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM

o-ring
5,28x1,78 - EPDM

-
-

-
0,00
0,00 FDA / USP-Class VI / BSE/TSE

- -

31 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

32 2 Dichtring
Dichtung DIN 32676-D 1/2"

sealing ring
Dichtung DIN 32676-D 1/2"

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA / USP Class VI /

BSE-TSE / EU-RL 1935/2004-

33 2 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001

clamp, 2-joint 1/2"-3/4"
7ZSB--0001

82545-902-00-A3
7ZSB--0001

1.4308
0,47
0,23 - -

34 2 Clamp 25 + RBE03 autom.
-

Clamp 25 + RBE03 auto.
-

1000045384
-

s. Hauptzchg / see main dwg
0,10
0,05 -

- -

35 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

36 1 Verschlussnippel RBE 03
-

breech nipple RBE 03
-

83999-414-00-A3
- 1 -

0,03
0,03 -

3.1 Y019; X019

37 1 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS

breech nipple RBE 03
Rectus 164 SB TZ 14 HV XS

-
-

1.4435
0,03
0,03 Fa. Rectus

3.1 -

38 2 Ventil RBE03 BD
-

valve RBE03 bc
-

84217-552-00-A3
7ZV__-0121

s. Hauptzchg / see main dwg
0,11
0,05 -

s. Unter-Pos. / see below pos.-

39 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

40 1 Ventil RBE 03
-

valve RBE 03
-

84217-006-00-A3
-

s. Hauptzchg / see main dwg
0,03
0,03 -

- -

41 1 Ventilanschluss RBE 03
-

valveconnection RBE 03
-

82849-000-78-A3
7EVD--0120 1 1.4435

0,01
0,01 L=52.5

3.1 nach DIN EN 10204 -

42 1 O-Ring
5.28 x 1.78

o-ring
5.28 x 1.78

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA/ USP Class VI

/BSE/TSE / EU-RL 1935/2004-

43 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

44 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

45 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -
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 2,694 L 

WEBER-C
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  DG1-25 Gehaeusekatalog
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*)"AD 2000 W2" kann entfallen, falls nicht erforderlich.
 
*)"AD 2000 W2" can be omitted, if they are not required.
 

TIG welding process.
Welder and process certification according to AD 2000-Merkblaetter 
(German Code of Practice) of the HP series.
All materials correspond to the quality standards and technical supplier 
requirements of AD 2000 (German Code of Practice).
Filler metals for welding are tested in compliance with the application.
The welding joints are prepared according to DIN EN 1708.
Maximum use of the allowable calculated tolerances for the welded joints =  85%.
The quality of the interior surfaces finish cannot be guaranteed 
if the welding joints are inaccessible.
Certificates issued according to product requirements  / purchase order text

Schweissverfahren WIG.
Nachweis der Schweisser- und Verfahrenspruefung entsprechend 
den AD 2000-Merkblaettern der HP-Reihe.
Alle verwendeten Werkstoffe entsprechen den Guetevorschriften
bzw. Technischen Lieferbedingungen gemaess AD 2000.
Schweisszusatzwerkstoffe fuer den Anwendungsfall eignungsgeprueft.
Schweissnahtvorbereitung gemaess DIN EN 1708.
Ausnutzung der zul. Berechnungsspannung in der Schweissnaht = 85 %.
Bei unzugaenglichen Schweissnaehten kann die Oberflaechenqualitaet 
im inneren Bereich nicht garantiert werden.
Zertifikate gemaess Pflichtenheft / Einkaufsbestelltext 

"I"

"E" "F"

"G" "H"

"J"

"K" "L"

"M" "N"

"O" "P"

"Q" "R"

"S" "T"

"U" "V"

"W" "X"

"Y" "Z"
Der Unterschied zwischen g  und g  darf 
nicht mehr als 25% betragen.

1 2
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fuer geringe
Beanspruchung

0,3s

s1

s 2

2

a>=5mm

E = EPDM
L = 1.4404 / 1.4432

1.4435  (AISI 316 L)

Dichtung / gasket Edelstahl / stainless steel

General tolerances
Allgemeintoleranz

DIN 28005

H
B

2,11

101,6

H

1,
7

N2N1

N5

N4

N3

Gas Housing
1-round Adapter 25 (Code 7)



Nozzle description

N3 TC sacc. to DIN 32676 – 1 1/2“ – 38.1 mm × 1.65 mm – TC 50.5 mm

N4 TC acc. to DIN 32676 – 1/2 “ – 12.7 mm × 1.65 mm – TC 25 mm

N5 TC acc. to DIN 32676 – 1/2 “ – 12.7 mm × 1.65 mm – TC 25 mm

„H“ +2 | -5

5” 244 mm

10” 384 mm

20” 634 mm

30” 884 mm

Pipe size Information to „L“ L +1 | -2 LA HE +1 | -2 HB +1 | -2

DIN 29 mm × 1.5 mm Orbital welding end 150 mm 75 mm 80.5 mm 184.5mm

TC DIN 32676 222 mm 111 mm

ISO 33.7 mm × 2 mm Orbital welding end 152 mm 76 mm

TC DIN 32676 224 mm 112 mm

OD 38.1 mm × 1.65 mm Orbital welding end 150 mm 75 mm 85.2 mm

TC DIN 32676 222 mm 111 mm

Height

0 5”

1 10”

2 20”

3 30”

Pipe size D

D DIN – 29 mm × 1.5 mm

I ISO – 33.7 mm × 2 mm

O OD – 38.1 mm × 1.65 mm

Connection N1 | N2

S Orbital welding end

T TC acc. to DIN 32676

Configuration of product code

DG1                    -                  X                  -                  L            E           Z                  -                  X                  -                  X 
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Version

Change No. / Aend.-Nr.

Design responsible/verantwortlich

Modeled by
Bearbeiter
Checked by
Geprueft

Approved by
Freigabe

Material / Werkstoff

Part Name / Benennung

Drawing No. / Zeichn.-Nr.

Scale / Maßstab

Sheet / Blatt

v. S./Bl.

Check measurements to WN 1-251

edges according to

ISO 13715

+-

Part Doc. No. / Teiledok. Nr. Size /
Format

Wt. approx.
Gewicht ca.

unbemaßte Werkstueckkanten nach

Maße nach WN1-251 ueberpruefen
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H
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H
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Vertriebsnummer
Order no.

Nenninhalt [Liter]
Volume [liters]

Kategorie nach
DGRL 97/23/EG
Categorie acc. to
DGRL 97/23/EG

H
 

+1 -5
 

Zulaessiger
Betriebsueberdruck
Allowable
operating presure

Zulaessige
Betreibstemperatur
Allowable
operating temp.

Pruefdruck
PT=1,99*PS
Test pressure

5'' -   1,6 I 222 -1...+10,0 bar -10...+150 °C 19,9 bar

Hilfstabelle fuer Fuellvolumenberechnung
table for content calculation

1 4

Pos. Benennung / designation
Bezeichnung / term

Fuellvolumen
content

Gewicht
weight

1 Bodengruppe FG 1-25
- 2,429

 

2 Bodenflansch FG 1-25
- 0,049

 
1,421

 

3 Buegel 25, schraeg
- 0,003

 

4 Buegel 25, schraeg
- 0,003

 

5 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,037

 
0,093

 

6 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,034

 
0,086

 

7 Fuss 14 - G 1_8
- 0,274

 

8 Fuss 14 - G 1_8
- 0,274

 

9 Fuss 14 - G 1_8
- 0,274

 

10 Aetzvorlage, Fabrik
- 0,000

 

11 Aetzvorlage, Pfeil
- 0,000

 

12 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

13 Haubenkorpus 101.6
- 0,986

 

14 Klemmstutzen
DIN 32676 - KK 101.60x2.11 0,209

 
0,240

 

15 Rohr
DIN 11866-101.6x2.11x144 1,072

 
0,745

 

16 Kappe 101.6
- 0,279

 

17 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I 0,124

 
0,159

 

18 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65 0,048

 
0,099

 

19 Klemmstutzen
DIN 32676 - KL 12.70x1.65 0,002

 
0,023

 

20 Klammer 2-teilig; 4"
7ZSB--0023 0,674

 

21 Aetzvorlage Kat. I - IV
- 0,000

 

22 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

23 Clamp 25 mit Pharmaventil
- 0,052

 

24 Blinddeckel mit Anschluss
- 0,029

 

25 Ventil EPDM K
- 0,024

 

26 Ventilanschluss di=4
- 0,011

 

27 Ueberwurfmutter
- 0,012

 

28 Sicherungsscheibe
DIN6799-6 0,000

 

29 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM 0,000

 

30 Ventilspitze
- 0,000

 

31 Dichtring
Dichtung DIN 32676-D 1/2" 0,000

 
0,001

 

32 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001 0,234

 

33 Clamp 25 + RBE03 autom.
- 0,052

 

34 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

35 Verschlussnippel RBE 03
- 0,030

 

36 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS 0,031

 

37 Ventil RBE03 BD
- 0,054

 

38 Blinddeckel mit Anschluss
- 0,029

 

39 Ventil RBE 03
- 0,026

 

40 Ventilanschluss RBE 03
- 0,013

 

41 O-Ring
5.28 x 1.78 0,000

 

42 Ventilspitze
- 0,000

 

43 Ueberwurfmutter
- 0,012

 

44 Sicherungsscheibe
DIN6799-6 0,000

 

45 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

1,577 4,785

 Das Gewicht betraegt ca.: 4,785 kg

1 2 3 4 5 6 7 8 9 10 11

Pos.
Item

Menge
Qty

Benennung
Bezeichnung

designation
term

Zeichnungsnummer
drawing no.

Vertriebsnummer
order no.

lfd.
Nr.

Werkstoff / material
Norm / description

 

Masse
weight

1x
Xx

Bemerkung
comments

Abnahmepruefzeugnis
inspection certificate

MDS-Code
 

1 1 Bodengruppe FG 1-25
-

base plate LH 1-25
-

84210-157-00-A2
-

s. Hauptzchg / see main dwg
2,43
2,43 -

s. Unter-Pos. / see below pos.BE359

2 1 Bodenflansch FG 1-25
-

base plate LH 1-25
-

84220-011-08-A3
-

s. Hauptzchg / see main dwg
1,42
1,42 fuer Rohr 25.4x1.65

3.1  AD 2000  W2 *) -

3 2 Buegel 25, schraeg
-

bow 25
-

82543-060-06-A4
-

s. Hauptzchg / see main dwg
0,01
0,00 -

3.1 -

4 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,5; L=60

3.1  AD 2000  W2  *) -

5 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,; L=53

3.1  AD 2000  W2  *) -

6 3 Fuss 14 - G 1_8
-

foot 14 - G 1_8
-

82848-000-90-A4
7EFL--9001 1 s. Hauptzchg / see main dwg

0,82
0,27 L=226

- -

7 1 Aetzvorlage, Fabrik
-

corrode pattern factory
-

82871-001-08-A4
-

-
0,00
0,00 -

- -

8 1 Aetzvorlage, Pfeil
-

corrode pattern arrow
-

82871-001-19-A4
-

-
0,00
0,00 -

- -

9 2 Dichtring
ISO 2852-D101,6-B-EPDM

sealing ring
ISO 2852-D101,6-B-EPDM

-
7EDECV0007

EPDM - peroxide cured
0,02
0,01 FDA / USP Class VI / 

BSE / TSE / EU-RL 1935/2004-

10 1 Haubenkorpus 101.6
-

housing bell 101.6
-

84220-027-00-A3
-

s. Hauptzchg / see main dwg
0,99
0,99 s. Unter-Pos. / see below pos.

- BB0H0

11 1 Klemmstutzen
DIN 32676 - KK 101.60x2.11

clamp connection
DIN 32676 - KK 101.60x2.11

 
-

s. Hauptzchg / see main dwg
0,24
0,24 -

3.1  AD 2000  W2  *) -

12 1 Rohr
DIN 11866-101.6x2.11x144

pipe
DIN 11866-101.6x2.11x144

-
-

s. Hauptzchg / see main dwg
0,75
0,75  L= 144

3.1  AD 2000  W2  *) -

13 1 Kappe 101.6
-

top part of housing 101.6
-

82850-002-00-A3
-

s. Hauptzchg / see main dwg
0,28
0,28 -

- BA002

14 1 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I

torispherical head 101,6
aehnl. DIN 28011-101.6x2-I

82848-000-53-A2
- 23 s. Hauptzchg / see main dwg

0,16
0,16  d = 38.4

3.1  AD 2000  W2 *) -

15 1 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65

clamp connection
DIN 32676 - SL - 50.8 - 38.1x1.65

 
-

s. Hauptzchg / see main dwg
0,10
0,10 SL = special length = 50.8

3.1  AD 2000  W2  *) -

16 1 Klemmstutzen
DIN 32676 - KL 12.70x1.65

clamp connection
DIN 32676 - KL 12.70x1.65

-
-

s. Hauptzchg / see main dwg
0,02
0,02 -

3.1  AD 2000  W2 *) X003; 006; Y003; 006

17 1 Klammer 2-teilig; 4"
7ZSB--0023

clamp, 2-joint; 4"
7ZSB--0023

82545-902-00-A3
7ZSB--0023

1.4308
0,67
0,67 -

bauteilgeprueft  / type examinated BC0K1

18 1 Aetzvorlage Kat. I - IV
-

name plate CAT. I - IV
-

83900-300-23
-

-
0,00
0,00 hierzu Druckvorlage

- -

19 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

20 1 Clamp 25 mit Pharmaventil
-

clamp 25 with pharma valve
-

84217-036-00-A3
7 ZM__-0048

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

21 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

22 1 Ventil EPDM K
-

valve EPDM S
-

84217-011-00-A3
7EVD--0007

s. Hauptzchg / see main dwg
0,02
0,02 -

- -

23 1 Ventilanschluss di=4
-

valveconnection
-

82849-000-75-A3
- 1 s. Hauptzchg / see main dwg

0,01
0,01 L=45.50

3.1  AD 2000  W2 *) -

24 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

25 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

26 1 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM

o-ring
5,28x1,78 - EPDM

-
-

-
0,00
0,00 FDA / USP-Class VI / BSE/TSE

- -

27 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

28 1 Dichtring
Dichtung DIN 32676-D 1/2"

sealing ring
Dichtung DIN 32676-D 1/2"

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA / USP Class VI /

BSE-TSE / EU-RL 1935/2004-

29 1 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001

clamp, 2-joint 1/2"-3/4"
7ZSB--0001

82545-902-00-A3
7ZSB--0001

1.4308
0,23
0,23 - -

30 1 Clamp 25 + RBE03 autom.
-

Clamp 25 + RBE03 auto.
-

1000045384
-

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

31 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

32 1 Verschlussnippel RBE 03
-

breech nipple RBE 03
-

83999-414-00-A3
- 1 -

0,03
0,03 -

3.1 Y019; X019

33 1 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS

breech nipple RBE 03
Rectus 164 SB TZ 14 HV XS

-
-

1.4435
0,03
0,03 Fa. Rectus

3.1 -

34 1 Ventil RBE03 BD
-

valve RBE03 bc
-

84217-552-00-A3
7ZV__-0121

s. Hauptzchg / see main dwg
0,05
0,05 -

s. Unter-Pos. / see below pos.-

35 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

36 1 Ventil RBE 03
-

valve RBE 03
-

84217-006-00-A3
-

s. Hauptzchg / see main dwg
0,03
0,03 -

- -

37 1 Ventilanschluss RBE 03
-

valveconnection RBE 03
-

82849-000-78-A3
7EVD--0120 1 1.4435

0,01
0,01 L=52.5

3.1 nach DIN EN 10204 -

38 1 O-Ring
5.28 x 1.78

o-ring
5.28 x 1.78

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA/ USP Class VI

/BSE/TSE / EU-RL 1935/2004-

39 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

40 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

41 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

 
 -
 -
 

 
4,785 kg
1,577 L 
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*)"AD 2000 W2" kann entfallen, falls nicht erforderlich.
 
*)"AD 2000 W2" can be omitted, if they are not required.
 

TIG welding process.
Welder and process certification according to AD 2000-Merkblaetter 
(German Code of Practice) of the HP series.
All materials correspond to the quality standards and technical supplier 
requirements of AD 2000 (German Code of Practice).
Filler metals for welding are tested in compliance with the application.
The welding joints are prepared according to DIN EN 1708.
Maximum use of the allowable calculated tolerances for the welded joints =  85%.
The quality of the interior surfaces finish cannot be guaranteed 
if the welding joints are inaccessible.
Certificates issued according to product requirements  / purchase order text

Schweissverfahren WIG.
Nachweis der Schweisser- und Verfahrenspruefung entsprechend 
den AD 2000-Merkblaettern der HP-Reihe.
Alle verwendeten Werkstoffe entsprechen den Guetevorschriften
bzw. Technischen Lieferbedingungen gemaess AD 2000.
Schweisszusatzwerkstoffe fuer den Anwendungsfall eignungsgeprueft.
Schweissnahtvorbereitung gemaess DIN EN 1708.
Ausnutzung der zul. Berechnungsspannung in der Schweissnaht = 85 %.
Bei unzugaenglichen Schweissnaehten kann die Oberflaechenqualitaet 
im inneren Bereich nicht garantiert werden.
Zertifikate gemaess Pflichtenheft / Einkaufsbestelltext 
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"Y" "Z"
Der Unterschied zwischen g  und g  darf 
nicht mehr als 25% betragen.
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E = EPDM
L = 1.4404 / 1.4432

1.4435  (AISI 316 L)

Dichtung / gasket Edelstahl / stainless steel

General tolerances
Allgemeintoleranz

DIN 28005

2,11
101,6

H

1,
7

N2N1

N4

N3

Liquid Housings
1-round Adapter 25 (Code 7)



Nozzle description

N3 TC acc. to DIN 32676 – 1 1/2“ – 38.1 mm × 1.65 mm – TC 50.5 mm

N4 TC acc. to DIN 32676 – 1/2“ – 12.7 mm × 1.65 mm – TC 25 mm

„H“ +2 | -5

5” 244 mm

10” 384 mm

20” 634 mm

30” 884 mm

Pipe size Information to „L“ L +1 | -2 LA HE +1 | -2 HB + | -5 DF + | -10

DIN 29 mm × 1.5 mm Orbital welding end 174 mm 74.5 mm 75.5 mm 160 mm 258 mm

TC DIN 32676 246 mm 110.5 mm

ISO 33.7 mm × 2 mm Orbital welding end 164 mm 69.5 mm

TC DIN 32676 236 mm 105.5 mm

OD 25.4 mm × 1.65 mm Orbital welding end 157 mm 69.5 mm

TC DIN 32676 229 mm 105.5 mm

Height

0 5”

1 10”

2 20”

3 30”

Pipe size D

D DIN – 29 mm × 1.5 mm

I ISO – 33.7 mm × 2 mm

O OD – 25.4 mm × 1.65 mm

Connection N1 | N2

S Orbital welding end

T TC acc. to DIN 32676

Configuration of product code

FG-1                    -                  X                  -                  L            E           Z                  -                  X                  -                  X 
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Version

Change No. / Aend.-Nr.

Design responsible/verantwortlich

Modeled by
Bearbeiter
Checked by
Geprueft

Approved by
Freigabe

Material / Werkstoff

Part Name / Benennung

Drawing No. / Zeichn.-Nr.

Scale / Maßstab

Sheet / Blatt

v. S./Bl.

Check measurements to WN 1-251

edges according to

ISO 13715

+-

Part Doc. No. / Teiledok. Nr. Size /
Format

Wt. approx.
Gewicht ca.

unbemaßte Werkstueckkanten nach

Maße nach WN1-251 ueberpruefen

L

H
E DD

H
B

DF

LA

 
 

Index Field
Feld

 

             Changes/Aenderung

 ..  ..  ..

 ..  ..  ..

BH
 

Vertriebsnummer
Order no.

Nenninhalt [Liter]
Volume [liters]

Kategorie nach
DGRL 97/23/EG
Categorie acc. to
DGRL 97/23/EG

H
 

+1 -5
 

Zulaessiger
Betriebsueberdruck
Allowable
operating presure

Zulaessige
Betreibstemperatur
Allowable
operating temp.

Pruefdruck
PT=1,99*PS
Test pressure

5'' -   1,6 I 222 -1...+10,0 bar -10...+150 °C 19,9 bar

Hilfstabelle fuer Fuellvolumenberechnung
table for content calculation

1 4

Pos. Benennung / designation
Bezeichnung / term

Fuellvolumen
content

Gewicht
weight

1 Bodengruppe FG 1-25
- 2,429

 

2 Bodenflansch FG 1-25
- 0,049

 
1,421

 

3 Buegel 25, schraeg
- 0,003

 

4 Buegel 25, schraeg
- 0,003

 

5 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,037

 
0,093

 

6 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,034

 
0,086

 

7 Fuss 14 - G 1_8
- 0,274

 

8 Fuss 14 - G 1_8
- 0,274

 

9 Fuss 14 - G 1_8
- 0,274

 

10 Aetzvorlage, Fabrik
- 0,000

 

11 Aetzvorlage, Pfeil
- 0,000

 

12 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

13 Haubenkorpus 101.6
- 0,986

 

14 Klemmstutzen
DIN 32676 - KK 101.60x2.11 0,209

 
0,240

 

15 Rohr
DIN 11866-101.6x2.11x144 1,072

 
0,745

 

16 Kappe 101.6
- 0,279

 

17 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I 0,124

 
0,159

 

18 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65 0,048

 
0,099

 

19 Klemmstutzen
DIN 32676 - KL 12.70x1.65 0,002

 
0,023

 

20 Klammer 2-teilig; 4"
7ZSB--0023 0,674

 

21 Aetzvorlage Kat. I - IV
- 0,000

 

22 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

23 Clamp 25 mit Pharmaventil
- 0,052

 

24 Blinddeckel mit Anschluss
- 0,029

 

25 Ventil EPDM K
- 0,024

 

26 Ventilanschluss di=4
- 0,011

 

27 Ueberwurfmutter
- 0,012

 

28 Sicherungsscheibe
DIN6799-6 0,000

 

29 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM 0,000

 

30 Ventilspitze
- 0,000

 

31 Dichtring
Dichtung DIN 32676-D 1/2" 0,000

 
0,001

 

32 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001 0,234

 

33 Clamp 25 + RBE03 autom.
- 0,052

 

34 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

35 Verschlussnippel RBE 03
- 0,030

 

36 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS 0,031

 

37 Ventil RBE03 BD
- 0,054

 

38 Blinddeckel mit Anschluss
- 0,029

 

39 Ventil RBE 03
- 0,026

 

40 Ventilanschluss RBE 03
- 0,013

 

41 O-Ring
5.28 x 1.78 0,000

 

42 Ventilspitze
- 0,000

 

43 Ueberwurfmutter
- 0,012

 

44 Sicherungsscheibe
DIN6799-6 0,000

 

45 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

1,577 4,785

 Das Gewicht betraegt ca.: 4,785 kg

1 2 3 4 5 6 7 8 9 10 11

Pos.
Item

Menge
Qty

Benennung
Bezeichnung

designation
term

Zeichnungsnummer
drawing no.

Vertriebsnummer
order no.

lfd.
Nr.

Werkstoff / material
Norm / description

 

Masse
weight

1x
Xx

Bemerkung
comments

Abnahmepruefzeugnis
inspection certificate

MDS-Code
 

1 1 Bodengruppe FG 1-25
-

base plate LH 1-25
-

84210-157-00-A2
-

s. Hauptzchg / see main dwg
2,43
2,43 -

s. Unter-Pos. / see below pos.BE359

2 1 Bodenflansch FG 1-25
-

base plate LH 1-25
-

84220-011-08-A3
-

s. Hauptzchg / see main dwg
1,42
1,42 fuer Rohr 25.4x1.65

3.1  AD 2000  W2 *) -

3 2 Buegel 25, schraeg
-

bow 25
-

82543-060-06-A4
-

s. Hauptzchg / see main dwg
0,01
0,00 -

3.1 -

4 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,5; L=60

3.1  AD 2000  W2  *) -

5 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,; L=53

3.1  AD 2000  W2  *) -

6 3 Fuss 14 - G 1_8
-

foot 14 - G 1_8
-

82848-000-90-A4
7EFL--9001 1 s. Hauptzchg / see main dwg

0,82
0,27 L=226

- -

7 1 Aetzvorlage, Fabrik
-

corrode pattern factory
-

82871-001-08-A4
-

-
0,00
0,00 -

- -

8 1 Aetzvorlage, Pfeil
-

corrode pattern arrow
-

82871-001-19-A4
-

-
0,00
0,00 -

- -

9 2 Dichtring
ISO 2852-D101,6-B-EPDM

sealing ring
ISO 2852-D101,6-B-EPDM

-
7EDECV0007

EPDM - peroxide cured
0,02
0,01 FDA / USP Class VI / 

BSE / TSE / EU-RL 1935/2004-

10 1 Haubenkorpus 101.6
-

housing bell 101.6
-

84220-027-00-A3
-

s. Hauptzchg / see main dwg
0,99
0,99 s. Unter-Pos. / see below pos.

- BB0H0

11 1 Klemmstutzen
DIN 32676 - KK 101.60x2.11

clamp connection
DIN 32676 - KK 101.60x2.11

 
-

s. Hauptzchg / see main dwg
0,24
0,24 -

3.1  AD 2000  W2  *) -

12 1 Rohr
DIN 11866-101.6x2.11x144

pipe
DIN 11866-101.6x2.11x144

-
-

s. Hauptzchg / see main dwg
0,75
0,75  L= 144

3.1  AD 2000  W2  *) -

13 1 Kappe 101.6
-

top part of housing 101.6
-

82850-002-00-A3
-

s. Hauptzchg / see main dwg
0,28
0,28 -

- BA002

14 1 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I

torispherical head 101,6
aehnl. DIN 28011-101.6x2-I

82848-000-53-A2
- 23 s. Hauptzchg / see main dwg

0,16
0,16  d = 38.4

3.1  AD 2000  W2 *) -

15 1 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65

clamp connection
DIN 32676 - SL - 50.8 - 38.1x1.65

 
-

s. Hauptzchg / see main dwg
0,10
0,10 SL = special length = 50.8

3.1  AD 2000  W2  *) -

16 1 Klemmstutzen
DIN 32676 - KL 12.70x1.65

clamp connection
DIN 32676 - KL 12.70x1.65

-
-

s. Hauptzchg / see main dwg
0,02
0,02 -

3.1  AD 2000  W2 *) X003; 006; Y003; 006

17 1 Klammer 2-teilig; 4"
7ZSB--0023

clamp, 2-joint; 4"
7ZSB--0023

82545-902-00-A3
7ZSB--0023

1.4308
0,67
0,67 -

bauteilgeprueft  / type examinated BC0K1

18 1 Aetzvorlage Kat. I - IV
-

name plate CAT. I - IV
-

83900-300-23
-

-
0,00
0,00 hierzu Druckvorlage

- -

19 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

20 1 Clamp 25 mit Pharmaventil
-

clamp 25 with pharma valve
-

84217-036-00-A3
7 ZM__-0048

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

21 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

22 1 Ventil EPDM K
-

valve EPDM S
-

84217-011-00-A3
7EVD--0007

s. Hauptzchg / see main dwg
0,02
0,02 -

- -

23 1 Ventilanschluss di=4
-

valveconnection
-

82849-000-75-A3
- 1 s. Hauptzchg / see main dwg

0,01
0,01 L=45.50

3.1  AD 2000  W2 *) -

24 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

25 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

26 1 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM

o-ring
5,28x1,78 - EPDM

-
-

-
0,00
0,00 FDA / USP-Class VI / BSE/TSE

- -

27 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

28 1 Dichtring
Dichtung DIN 32676-D 1/2"

sealing ring
Dichtung DIN 32676-D 1/2"

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA / USP Class VI /

BSE-TSE / EU-RL 1935/2004-

29 1 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001

clamp, 2-joint 1/2"-3/4"
7ZSB--0001

82545-902-00-A3
7ZSB--0001

1.4308
0,23
0,23 - -

30 1 Clamp 25 + RBE03 autom.
-

Clamp 25 + RBE03 auto.
-

1000045384
-

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

31 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

32 1 Verschlussnippel RBE 03
-

breech nipple RBE 03
-

83999-414-00-A3
- 1 -

0,03
0,03 -

3.1 Y019; X019

33 1 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS

breech nipple RBE 03
Rectus 164 SB TZ 14 HV XS

-
-

1.4435
0,03
0,03 Fa. Rectus

3.1 -

34 1 Ventil RBE03 BD
-

valve RBE03 bc
-

84217-552-00-A3
7ZV__-0121

s. Hauptzchg / see main dwg
0,05
0,05 -

s. Unter-Pos. / see below pos.-

35 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

36 1 Ventil RBE 03
-

valve RBE 03
-

84217-006-00-A3
-

s. Hauptzchg / see main dwg
0,03
0,03 -

- -

37 1 Ventilanschluss RBE 03
-

valveconnection RBE 03
-

82849-000-78-A3
7EVD--0120 1 1.4435

0,01
0,01 L=52.5

3.1 nach DIN EN 10204 -

38 1 O-Ring
5.28 x 1.78

o-ring
5.28 x 1.78

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA/ USP Class VI

/BSE/TSE / EU-RL 1935/2004-

39 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

40 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

41 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

 
 -
 -
 

 
4,785 kg
1,577 L 
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*)"AD 2000 W2" kann entfallen, falls nicht erforderlich.
 
*)"AD 2000 W2" can be omitted, if they are not required.
 

TIG welding process.
Welder and process certification according to AD 2000-Merkblaetter 
(German Code of Practice) of the HP series.
All materials correspond to the quality standards and technical supplier 
requirements of AD 2000 (German Code of Practice).
Filler metals for welding are tested in compliance with the application.
The welding joints are prepared according to DIN EN 1708.
Maximum use of the allowable calculated tolerances for the welded joints =  85%.
The quality of the interior surfaces finish cannot be guaranteed 
if the welding joints are inaccessible.
Certificates issued according to product requirements  / purchase order text

Schweissverfahren WIG.
Nachweis der Schweisser- und Verfahrenspruefung entsprechend 
den AD 2000-Merkblaettern der HP-Reihe.
Alle verwendeten Werkstoffe entsprechen den Guetevorschriften
bzw. Technischen Lieferbedingungen gemaess AD 2000.
Schweisszusatzwerkstoffe fuer den Anwendungsfall eignungsgeprueft.
Schweissnahtvorbereitung gemaess DIN EN 1708.
Ausnutzung der zul. Berechnungsspannung in der Schweissnaht = 85 %.
Bei unzugaenglichen Schweissnaehten kann die Oberflaechenqualitaet 
im inneren Bereich nicht garantiert werden.
Zertifikate gemaess Pflichtenheft / Einkaufsbestelltext 
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Dichtung / gasket Edelstahl / stainless steel
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Allgemeintoleranz
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Vertriebsnummer
Order no.

Nenninhalt [Liter]
Volume [liters]

Kategorie nach
DGRL 97/23/EG
Categorie acc. to
DGRL 97/23/EG

H
 

+1 -5
 

Zulaessiger
Betriebsueberdruck
Allowable
operating presure

Zulaessige
Betreibstemperatur
Allowable
operating temp.

Pruefdruck
PT=1,99*PS
Test pressure

5'' -   1,6 I 222 -1...+10,0 bar -10...+150 °C 19,9 bar

Hilfstabelle fuer Fuellvolumenberechnung
table for content calculation

1 4

Pos. Benennung / designation
Bezeichnung / term

Fuellvolumen
content

Gewicht
weight

1 Bodengruppe FG 1-25
- 2,429

 

2 Bodenflansch FG 1-25
- 0,049

 
1,421

 

3 Buegel 25, schraeg
- 0,003

 

4 Buegel 25, schraeg
- 0,003

 

5 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,037

 
0,093

 

6 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,034

 
0,086

 

7 Fuss 14 - G 1_8
- 0,274

 

8 Fuss 14 - G 1_8
- 0,274

 

9 Fuss 14 - G 1_8
- 0,274

 

10 Aetzvorlage, Fabrik
- 0,000

 

11 Aetzvorlage, Pfeil
- 0,000

 

12 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

13 Haubenkorpus 101.6
- 0,986

 

14 Klemmstutzen
DIN 32676 - KK 101.60x2.11 0,209

 
0,240

 

15 Rohr
DIN 11866-101.6x2.11x144 1,072

 
0,745

 

16 Kappe 101.6
- 0,279

 

17 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I 0,124

 
0,159

 

18 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65 0,048

 
0,099

 

19 Klemmstutzen
DIN 32676 - KL 12.70x1.65 0,002

 
0,023

 

20 Klammer 2-teilig; 4"
7ZSB--0023 0,674

 

21 Aetzvorlage Kat. I - IV
- 0,000

 

22 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

23 Clamp 25 mit Pharmaventil
- 0,052

 

24 Blinddeckel mit Anschluss
- 0,029

 

25 Ventil EPDM K
- 0,024

 

26 Ventilanschluss di=4
- 0,011

 

27 Ueberwurfmutter
- 0,012

 

28 Sicherungsscheibe
DIN6799-6 0,000

 

29 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM 0,000

 

30 Ventilspitze
- 0,000

 

31 Dichtring
Dichtung DIN 32676-D 1/2" 0,000

 
0,001

 

32 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001 0,234

 

33 Clamp 25 + RBE03 autom.
- 0,052

 

34 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

35 Verschlussnippel RBE 03
- 0,030

 

36 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS 0,031

 

37 Ventil RBE03 BD
- 0,054

 

38 Blinddeckel mit Anschluss
- 0,029

 

39 Ventil RBE 03
- 0,026

 

40 Ventilanschluss RBE 03
- 0,013

 

41 O-Ring
5.28 x 1.78 0,000

 

42 Ventilspitze
- 0,000

 

43 Ueberwurfmutter
- 0,012

 

44 Sicherungsscheibe
DIN6799-6 0,000

 

45 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

1,577 4,785

 Das Gewicht betraegt ca.: 4,785 kg

1 2 3 4 5 6 7 8 9 10 11

Pos.
Item

Menge
Qty

Benennung
Bezeichnung

designation
term

Zeichnungsnummer
drawing no.

Vertriebsnummer
order no.

lfd.
Nr.

Werkstoff / material
Norm / description

 

Masse
weight

1x
Xx

Bemerkung
comments

Abnahmepruefzeugnis
inspection certificate

MDS-Code
 

1 1 Bodengruppe FG 1-25
-

base plate LH 1-25
-

84210-157-00-A2
-

s. Hauptzchg / see main dwg
2,43
2,43 -

s. Unter-Pos. / see below pos.BE359

2 1 Bodenflansch FG 1-25
-

base plate LH 1-25
-

84220-011-08-A3
-

s. Hauptzchg / see main dwg
1,42
1,42 fuer Rohr 25.4x1.65

3.1  AD 2000  W2 *) -

3 2 Buegel 25, schraeg
-

bow 25
-

82543-060-06-A4
-

s. Hauptzchg / see main dwg
0,01
0,00 -

3.1 -

4 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,5; L=60

3.1  AD 2000  W2  *) -

5 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,; L=53

3.1  AD 2000  W2  *) -

6 3 Fuss 14 - G 1_8
-

foot 14 - G 1_8
-

82848-000-90-A4
7EFL--9001 1 s. Hauptzchg / see main dwg

0,82
0,27 L=226

- -

7 1 Aetzvorlage, Fabrik
-

corrode pattern factory
-

82871-001-08-A4
-

-
0,00
0,00 -

- -

8 1 Aetzvorlage, Pfeil
-

corrode pattern arrow
-

82871-001-19-A4
-

-
0,00
0,00 -

- -

9 2 Dichtring
ISO 2852-D101,6-B-EPDM

sealing ring
ISO 2852-D101,6-B-EPDM

-
7EDECV0007

EPDM - peroxide cured
0,02
0,01 FDA / USP Class VI / 

BSE / TSE / EU-RL 1935/2004-

10 1 Haubenkorpus 101.6
-

housing bell 101.6
-

84220-027-00-A3
-

s. Hauptzchg / see main dwg
0,99
0,99 s. Unter-Pos. / see below pos.

- BB0H0

11 1 Klemmstutzen
DIN 32676 - KK 101.60x2.11

clamp connection
DIN 32676 - KK 101.60x2.11

 
-

s. Hauptzchg / see main dwg
0,24
0,24 -

3.1  AD 2000  W2  *) -

12 1 Rohr
DIN 11866-101.6x2.11x144

pipe
DIN 11866-101.6x2.11x144

-
-

s. Hauptzchg / see main dwg
0,75
0,75  L= 144

3.1  AD 2000  W2  *) -

13 1 Kappe 101.6
-

top part of housing 101.6
-

82850-002-00-A3
-

s. Hauptzchg / see main dwg
0,28
0,28 -

- BA002

14 1 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I

torispherical head 101,6
aehnl. DIN 28011-101.6x2-I

82848-000-53-A2
- 23 s. Hauptzchg / see main dwg

0,16
0,16  d = 38.4

3.1  AD 2000  W2 *) -

15 1 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65

clamp connection
DIN 32676 - SL - 50.8 - 38.1x1.65

 
-

s. Hauptzchg / see main dwg
0,10
0,10 SL = special length = 50.8

3.1  AD 2000  W2  *) -

16 1 Klemmstutzen
DIN 32676 - KL 12.70x1.65

clamp connection
DIN 32676 - KL 12.70x1.65

-
-

s. Hauptzchg / see main dwg
0,02
0,02 -

3.1  AD 2000  W2 *) X003; 006; Y003; 006

17 1 Klammer 2-teilig; 4"
7ZSB--0023

clamp, 2-joint; 4"
7ZSB--0023

82545-902-00-A3
7ZSB--0023

1.4308
0,67
0,67 -

bauteilgeprueft  / type examinated BC0K1

18 1 Aetzvorlage Kat. I - IV
-

name plate CAT. I - IV
-

83900-300-23
-

-
0,00
0,00 hierzu Druckvorlage

- -

19 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

20 1 Clamp 25 mit Pharmaventil
-

clamp 25 with pharma valve
-

84217-036-00-A3
7 ZM__-0048

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

21 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

22 1 Ventil EPDM K
-

valve EPDM S
-

84217-011-00-A3
7EVD--0007

s. Hauptzchg / see main dwg
0,02
0,02 -

- -

23 1 Ventilanschluss di=4
-

valveconnection
-

82849-000-75-A3
- 1 s. Hauptzchg / see main dwg

0,01
0,01 L=45.50

3.1  AD 2000  W2 *) -

24 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

25 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

26 1 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM

o-ring
5,28x1,78 - EPDM

-
-

-
0,00
0,00 FDA / USP-Class VI / BSE/TSE

- -

27 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

28 1 Dichtring
Dichtung DIN 32676-D 1/2"

sealing ring
Dichtung DIN 32676-D 1/2"

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA / USP Class VI /

BSE-TSE / EU-RL 1935/2004-

29 1 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001

clamp, 2-joint 1/2"-3/4"
7ZSB--0001

82545-902-00-A3
7ZSB--0001

1.4308
0,23
0,23 - -

30 1 Clamp 25 + RBE03 autom.
-

Clamp 25 + RBE03 auto.
-

1000045384
-

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

31 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

32 1 Verschlussnippel RBE 03
-

breech nipple RBE 03
-

83999-414-00-A3
- 1 -

0,03
0,03 -

3.1 Y019; X019

33 1 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS

breech nipple RBE 03
Rectus 164 SB TZ 14 HV XS

-
-

1.4435
0,03
0,03 Fa. Rectus

3.1 -

34 1 Ventil RBE03 BD
-

valve RBE03 bc
-

84217-552-00-A3
7ZV__-0121

s. Hauptzchg / see main dwg
0,05
0,05 -

s. Unter-Pos. / see below pos.-

35 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

36 1 Ventil RBE 03
-

valve RBE 03
-

84217-006-00-A3
-

s. Hauptzchg / see main dwg
0,03
0,03 -

- -

37 1 Ventilanschluss RBE 03
-

valveconnection RBE 03
-

82849-000-78-A3
7EVD--0120 1 1.4435

0,01
0,01 L=52.5

3.1 nach DIN EN 10204 -

38 1 O-Ring
5.28 x 1.78

o-ring
5.28 x 1.78

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA/ USP Class VI

/BSE/TSE / EU-RL 1935/2004-

39 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

40 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

41 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

 
 -
 -
 

 
4,785 kg
1,577 L 
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*)"AD 2000 W2" kann entfallen, falls nicht erforderlich.
 
*)"AD 2000 W2" can be omitted, if they are not required.
 

TIG welding process.
Welder and process certification according to AD 2000-Merkblaetter 
(German Code of Practice) of the HP series.
All materials correspond to the quality standards and technical supplier 
requirements of AD 2000 (German Code of Practice).
Filler metals for welding are tested in compliance with the application.
The welding joints are prepared according to DIN EN 1708.
Maximum use of the allowable calculated tolerances for the welded joints =  85%.
The quality of the interior surfaces finish cannot be guaranteed 
if the welding joints are inaccessible.
Certificates issued according to product requirements  / purchase order text

Schweissverfahren WIG.
Nachweis der Schweisser- und Verfahrenspruefung entsprechend 
den AD 2000-Merkblaettern der HP-Reihe.
Alle verwendeten Werkstoffe entsprechen den Guetevorschriften
bzw. Technischen Lieferbedingungen gemaess AD 2000.
Schweisszusatzwerkstoffe fuer den Anwendungsfall eignungsgeprueft.
Schweissnahtvorbereitung gemaess DIN EN 1708.
Ausnutzung der zul. Berechnungsspannung in der Schweissnaht = 85 %.
Bei unzugaenglichen Schweissnaehten kann die Oberflaechenqualitaet 
im inneren Bereich nicht garantiert werden.
Zertifikate gemaess Pflichtenheft / Einkaufsbestelltext 
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Change No. / Aend.-Nr.

Design responsible/verantwortlich

Modeled by
Bearbeiter
Checked by
Geprueft

Approved by
Freigabe

Material / Werkstoff

Part Name / Benennung

Drawing No. / Zeichn.-Nr.

Scale / Maßstab

Sheet / Blatt

v. S./Bl.

Check measurements to WN 1-251

edges according to

ISO 13715

+-

Part Doc. No. / Teiledok. Nr. Size /
Format

Wt. approx.
Gewicht ca.

unbemaßte Werkstueckkanten nach

Maße nach WN1-251 ueberpruefen
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H
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H
B
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Feld

 

             Changes/Aenderung

 ..  ..  ..

 ..  ..  ..

BH
 

Vertriebsnummer
Order no.

Nenninhalt [Liter]
Volume [liters]

Kategorie nach
DGRL 97/23/EG
Categorie acc. to
DGRL 97/23/EG

H
 

+1 -5
 

Zulaessiger
Betriebsueberdruck
Allowable
operating presure

Zulaessige
Betreibstemperatur
Allowable
operating temp.

Pruefdruck
PT=1,99*PS
Test pressure

5'' -   1,6 I 222 -1...+10,0 bar -10...+150 °C 19,9 bar

Hilfstabelle fuer Fuellvolumenberechnung
table for content calculation

1 4

Pos. Benennung / designation
Bezeichnung / term

Fuellvolumen
content

Gewicht
weight

1 Bodengruppe FG 1-25
- 2,429

 

2 Bodenflansch FG 1-25
- 0,049

 
1,421

 

3 Buegel 25, schraeg
- 0,003

 

4 Buegel 25, schraeg
- 0,003

 

5 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,037

 
0,093

 

6 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65 0,034

 
0,086

 

7 Fuss 14 - G 1_8
- 0,274

 

8 Fuss 14 - G 1_8
- 0,274

 

9 Fuss 14 - G 1_8
- 0,274

 

10 Aetzvorlage, Fabrik
- 0,000

 

11 Aetzvorlage, Pfeil
- 0,000

 

12 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

13 Haubenkorpus 101.6
- 0,986

 

14 Klemmstutzen
DIN 32676 - KK 101.60x2.11 0,209

 
0,240

 

15 Rohr
DIN 11866-101.6x2.11x144 1,072

 
0,745

 

16 Kappe 101.6
- 0,279

 

17 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I 0,124

 
0,159

 

18 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65 0,048

 
0,099

 

19 Klemmstutzen
DIN 32676 - KL 12.70x1.65 0,002

 
0,023

 

20 Klammer 2-teilig; 4"
7ZSB--0023 0,674

 

21 Aetzvorlage Kat. I - IV
- 0,000

 

22 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

23 Clamp 25 mit Pharmaventil
- 0,052

 

24 Blinddeckel mit Anschluss
- 0,029

 

25 Ventil EPDM K
- 0,024

 

26 Ventilanschluss di=4
- 0,011

 

27 Ueberwurfmutter
- 0,012

 

28 Sicherungsscheibe
DIN6799-6 0,000

 

29 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM 0,000

 

30 Ventilspitze
- 0,000

 

31 Dichtring
Dichtung DIN 32676-D 1/2" 0,000

 
0,001

 

32 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001 0,234

 

33 Clamp 25 + RBE03 autom.
- 0,052

 

34 Blindklemmstutzen
DIN 32676 - B 25 0,000

 
0,014

 

35 Verschlussnippel RBE 03
- 0,030

 

36 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS 0,031

 

37 Ventil RBE03 BD
- 0,054

 

38 Blinddeckel mit Anschluss
- 0,029

 

39 Ventil RBE 03
- 0,026

 

40 Ventilanschluss RBE 03
- 0,013

 

41 O-Ring
5.28 x 1.78 0,000

 

42 Ventilspitze
- 0,000

 

43 Ueberwurfmutter
- 0,012

 

44 Sicherungsscheibe
DIN6799-6 0,000

 

45 Dichtring
ISO 2852-D101,6-B-EPDM 0,000

 
0,011

 

1,577 4,785

 Das Gewicht betraegt ca.: 4,785 kg

1 2 3 4 5 6 7 8 9 10 11

Pos.
Item

Menge
Qty

Benennung
Bezeichnung

designation
term

Zeichnungsnummer
drawing no.

Vertriebsnummer
order no.

lfd.
Nr.

Werkstoff / material
Norm / description

 

Masse
weight

1x
Xx

Bemerkung
comments

Abnahmepruefzeugnis
inspection certificate

MDS-Code
 

1 1 Bodengruppe FG 1-25
-

base plate LH 1-25
-

84210-157-00-A2
-

s. Hauptzchg / see main dwg
2,43
2,43 -

s. Unter-Pos. / see below pos.BE359

2 1 Bodenflansch FG 1-25
-

base plate LH 1-25
-

84220-011-08-A3
-

s. Hauptzchg / see main dwg
1,42
1,42 fuer Rohr 25.4x1.65

3.1  AD 2000  W2 *) -

3 2 Buegel 25, schraeg
-

bow 25
-

82543-060-06-A4
-

s. Hauptzchg / see main dwg
0,01
0,00 -

3.1 -

4 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,5; L=60

3.1  AD 2000  W2  *) -

5 1 Bogen
SL-DIN 11865-BL-90C-25.40 x 1.65

bend
SL-DIN 11865-BL-90C-25.40 x 1.65

-
-

AT: DIN 11865-BL-90C-25,4 x 1,65
0,09
0,09 R=38,1; H=52,; L=53

3.1  AD 2000  W2  *) -

6 3 Fuss 14 - G 1_8
-

foot 14 - G 1_8
-

82848-000-90-A4
7EFL--9001 1 s. Hauptzchg / see main dwg

0,82
0,27 L=226

- -

7 1 Aetzvorlage, Fabrik
-

corrode pattern factory
-

82871-001-08-A4
-

-
0,00
0,00 -

- -

8 1 Aetzvorlage, Pfeil
-

corrode pattern arrow
-

82871-001-19-A4
-

-
0,00
0,00 -

- -

9 2 Dichtring
ISO 2852-D101,6-B-EPDM

sealing ring
ISO 2852-D101,6-B-EPDM

-
7EDECV0007

EPDM - peroxide cured
0,02
0,01 FDA / USP Class VI / 

BSE / TSE / EU-RL 1935/2004-

10 1 Haubenkorpus 101.6
-

housing bell 101.6
-

84220-027-00-A3
-

s. Hauptzchg / see main dwg
0,99
0,99 s. Unter-Pos. / see below pos.

- BB0H0

11 1 Klemmstutzen
DIN 32676 - KK 101.60x2.11

clamp connection
DIN 32676 - KK 101.60x2.11

 
-

s. Hauptzchg / see main dwg
0,24
0,24 -

3.1  AD 2000  W2  *) -

12 1 Rohr
DIN 11866-101.6x2.11x144

pipe
DIN 11866-101.6x2.11x144

-
-

s. Hauptzchg / see main dwg
0,75
0,75  L= 144

3.1  AD 2000  W2  *) -

13 1 Kappe 101.6
-

top part of housing 101.6
-

82850-002-00-A3
-

s. Hauptzchg / see main dwg
0,28
0,28 -

- BA002

14 1 Kloepperboden 101,6
aehnl. DIN 28011-101.6x2-I

torispherical head 101,6
aehnl. DIN 28011-101.6x2-I

82848-000-53-A2
- 23 s. Hauptzchg / see main dwg

0,16
0,16  d = 38.4

3.1  AD 2000  W2 *) -

15 1 Klemmstutzen
DIN 32676 - SL - 50.8 - 38.1x1.65

clamp connection
DIN 32676 - SL - 50.8 - 38.1x1.65

 
-

s. Hauptzchg / see main dwg
0,10
0,10 SL = special length = 50.8

3.1  AD 2000  W2  *) -

16 1 Klemmstutzen
DIN 32676 - KL 12.70x1.65

clamp connection
DIN 32676 - KL 12.70x1.65

-
-

s. Hauptzchg / see main dwg
0,02
0,02 -

3.1  AD 2000  W2 *) X003; 006; Y003; 006

17 1 Klammer 2-teilig; 4"
7ZSB--0023

clamp, 2-joint; 4"
7ZSB--0023

82545-902-00-A3
7ZSB--0023

1.4308
0,67
0,67 -

bauteilgeprueft  / type examinated BC0K1

18 1 Aetzvorlage Kat. I - IV
-

name plate CAT. I - IV
-

83900-300-23
-

-
0,00
0,00 hierzu Druckvorlage

- -

19 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

20 1 Clamp 25 mit Pharmaventil
-

clamp 25 with pharma valve
-

84217-036-00-A3
7 ZM__-0048

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

21 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

22 1 Ventil EPDM K
-

valve EPDM S
-

84217-011-00-A3
7EVD--0007

s. Hauptzchg / see main dwg
0,02
0,02 -

- -

23 1 Ventilanschluss di=4
-

valveconnection
-

82849-000-75-A3
- 1 s. Hauptzchg / see main dwg

0,01
0,01 L=45.50

3.1  AD 2000  W2 *) -

24 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

25 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

26 1 O-Ring   5,28 x 1,78-EPDM
5,28x1,78 - EPDM

o-ring
5,28x1,78 - EPDM

-
-

-
0,00
0,00 FDA / USP-Class VI / BSE/TSE

- -

27 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

28 1 Dichtring
Dichtung DIN 32676-D 1/2"

sealing ring
Dichtung DIN 32676-D 1/2"

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA / USP Class VI /

BSE-TSE / EU-RL 1935/2004-

29 1 Klammer 2 tlg;  1/2"-3/4"
7ZSB--0001

clamp, 2-joint 1/2"-3/4"
7ZSB--0001

82545-902-00-A3
7ZSB--0001

1.4308
0,23
0,23 - -

30 1 Clamp 25 + RBE03 autom.
-

Clamp 25 + RBE03 auto.
-

1000045384
-

s. Hauptzchg / see main dwg
0,05
0,05 -

- -

31 1 Blindklemmstutzen
DIN 32676 - B 25

clamp blank
DIN 32676 - B 25

-
-

s. Hauptzchg / see main dwg
0,01
0,01 -

3.1  AD 2000  W2  *) -

32 1 Verschlussnippel RBE 03
-

breech nipple RBE 03
-

83999-414-00-A3
- 1 -

0,03
0,03 -

3.1 Y019; X019

33 1 Verschlussnippel RBE 03
Rectus 164 SB TZ 14 HV XS

breech nipple RBE 03
Rectus 164 SB TZ 14 HV XS

-
-

1.4435
0,03
0,03 Fa. Rectus

3.1 -

34 1 Ventil RBE03 BD
-

valve RBE03 bc
-

84217-552-00-A3
7ZV__-0121

s. Hauptzchg / see main dwg
0,05
0,05 -

s. Unter-Pos. / see below pos.-

35 1 Blinddeckel mit Anschluss
-

blind clamp with connector
-

84217-552-01-A4
-

s. Hauptzchg / see main dwg
0,03
0,03 -

3.1 AD 2000 W2 *) -

36 1 Ventil RBE 03
-

valve RBE 03
-

84217-006-00-A3
-

s. Hauptzchg / see main dwg
0,03
0,03 -

- -

37 1 Ventilanschluss RBE 03
-

valveconnection RBE 03
-

82849-000-78-A3
7EVD--0120 1 1.4435

0,01
0,01 L=52.5

3.1 nach DIN EN 10204 -

38 1 O-Ring
5.28 x 1.78

o-ring
5.28 x 1.78

-
-

s. Hauptzchg / see main dwg
0,00
0,00 FDA/ USP Class VI

/BSE/TSE / EU-RL 1935/2004-

39 1 Ventilspitze
-

valve tip
-

82849-000-77-A4
7EDP-V0109

PTFE,  GV25%, FDA
0,00
0,00 -

- -

40 1 Ueberwurfmutter
-

nut
-

SS-602-1K
7EVC--0001

1.4401
0,01
0,01 Fa. Swagelok

- -

41 1 Sicherungsscheibe
DIN6799-6

retaining washer
DIN6799-6

-
-

A2
0,00
0,00 -

- -

 
 -
 -
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*)"AD 2000 W2" kann entfallen, falls nicht erforderlich.
 
*)"AD 2000 W2" can be omitted, if they are not required.
 

TIG welding process.
Welder and process certification according to AD 2000-Merkblaetter 
(German Code of Practice) of the HP series.
All materials correspond to the quality standards and technical supplier 
requirements of AD 2000 (German Code of Practice).
Filler metals for welding are tested in compliance with the application.
The welding joints are prepared according to DIN EN 1708.
Maximum use of the allowable calculated tolerances for the welded joints =  85%.
The quality of the interior surfaces finish cannot be guaranteed 
if the welding joints are inaccessible.
Certificates issued according to product requirements  / purchase order text

Schweissverfahren WIG.
Nachweis der Schweisser- und Verfahrenspruefung entsprechend 
den AD 2000-Merkblaettern der HP-Reihe.
Alle verwendeten Werkstoffe entsprechen den Guetevorschriften
bzw. Technischen Lieferbedingungen gemaess AD 2000.
Schweisszusatzwerkstoffe fuer den Anwendungsfall eignungsgeprueft.
Schweissnahtvorbereitung gemaess DIN EN 1708.
Ausnutzung der zul. Berechnungsspannung in der Schweissnaht = 85 %.
Bei unzugaenglichen Schweissnaehten kann die Oberflaechenqualitaet 
im inneren Bereich nicht garantiert werden.
Zertifikate gemaess Pflichtenheft / Einkaufsbestelltext 
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Dichtung / gasket Edelstahl / stainless steel

General tolerances
Allgemeintoleranz

DIN 28005
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Spare-Parts

For Optional spare parts Order code

N4 A Clamp for TC 25 7ZSB--0051

B Gasket 1/2“

EPDM (2 pieces) 7EDECV0001

Silicone (2 pieces) 7EDSCV0001

Fluoroelastomer (2 pieces) 7EDVCV0001

PTFE with Fluoroelastomer core (2 pieces) 7EDWCV0003

C Blind TC for TC 25 (2 pieces) 7ZAL-V0005

D Pharma valve with TC 25 7ZMLN-0048

E Pharma valve with RBE03 and TC 25 7ZVLN-0121

F Automatic male plug closure RBE03 and TC 25 7ZMLN-0015

N3 G Clamp for TC 50.5 7ZSB--0052

H Gasket 1 1/2“

EPDM (2 pieces) 7EDECV0003

Silicone (2 pieces) 7EDSCV0003

Fluoroelastomer (2 pieces) 7EDVCV0003

PTFE with Fluoroelastomer core (2 pieces) 7EDWCV0005

I Blind TC for TC 50.5 (2 pieces) 7ZAL-V0006

Housing
closure

J Housing gasket 4“

EPDM (2 pieces) 7EDECV0007

Silicone (2 pieces) 7EDSCV0007

Fluoroelastomer (2 pieces) 7EDVCV0007

PTFE with EPDM core (2 pieces) 7EDXCV0001

K 2-piece Clamp for TC 4“ – with screws, washers 7ZSB--0030

A

B

C

D

E

F

G

H

I

J

K



Removable Heater (Optional Spare Part)

The housing heaters offer tight temperature control and advanced functionality, while complying  
with strict safety regulations.

The ELTC-14 control unit is a stand alone solution, which features a user friendly digital display and  
a high | low temperature alarm relay. It is CE tested and marked for both electrical and thermal safety.

Order information

Order code Height | electrical power

7ZE---0030 5”, Height 155 mm, 50 W max.

7ZE---0031 10”, Height 270 mm, 100 W max.

7ZE---0032 20”, Height 540 mm, 200 W max.

7ZE---0033 30”, Height 810 mm, 300 W max.

Operation data

Supply Voltage 230 Volt + | -10%, 50 Hz

Switching Capacity 16 Ampere | 230 Volt

Measuring Input PT 100 DIN 2-Wire

Adjustment Range 0 … +100°C

Ambient Range -30 … +60°C

Protection Type Controller IP65 Protection Class I

Protection Type heating jacket IP54 Protection Class II

Outside material Glass fabric (PTFE coated)

CE Conformity 2004|108|EC

2006|95|EC

2011|65|EC

Lengths of Cables

Power supply cable (black) 3.0 m

Data cable (red) 2.0 m



Specifications subject to change without notice.
Copyright Sartorius Stedim Biotech GmbH.
Status: 12 | 2021

Germany
Sartorius Stedim Biotech GmbH 
August-Spindler-Strasse 11 
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